





























Optional Equipment (for qualified installers only) 61

2. Attach the blowers (use the #8 x 3/4" silver screws) and snap disc (see the directions below).

N OTE: Make sure the grommets (and bushings) stay in place while installing. The rubber grommets
insulate the fireplace from any blower vibration (reducing noise).
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62 Optional Equipment (for qualified installers only)

3. Attach the wiring and rheostat assembly following the directions below.
NOTE: You may need to cut or adjust some of the lock ties on the wiring harness.

N OTE: Make sure wiring does not contact blower impellers or any hot surfaces. Use lock-ties if
necessary.

Attach one black and
white wire to each
blower (orientation does
not matter).

Attach the wires labeled
SNAP DISC to the
snap disc (orientation
does not matter).

<

—

These wires are for the optional
remote control. Place them behind
the gas control valve.

Plug the power cord into the ::

receptacle at the rear of the fireplace. /

Attach the rheostat assembly to the
fireplace with the two black screws.

4. Turn on power to the fireplace.
NOTE: To test the blower without turning on the fireplace, use a jumper wire to connect the two snap
wires together (turn off power prior to connecting the jumper wire).
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Optional Equipment (for qualified installers only) 63

Grill Installation

Certain faces allow for installation of an upper and lower grill. Follow the directions below to install.
Upper Grill Installation (FPX and Avalon)

Hold the grill at an angle and insert the
lower slot over the lower bushing on
the fireplace (both sides)

Lower Grill Installation

Hold the grill at an angle and insert the lower
slot over the bushing on the fireplace (both
sides). You may need press on the grill to get
the tab over the bushing (this prevents the
grill from accidentally falling off).

Bend the tab outward on
both sides. This is the
end-stop for the lower grill,
it allows the grill to swing
forward.

Swing the grill upwards to engage the upper slot. You
will need to lift the grill slightly to get it over the bushing.
Once in place the grill is held in place by gravity.

Upper Grill Installation (Lopi)

NOTE: The upper grill is difficult to install the first time - be
atient, after you install it, you will know how it installs and it
will be much easier the second time.

SIDE VIEW
Mounting Stud

Heat Shields

Upper Grill
(on fireplace)

/

H 4

You may need to
push in and

The grill, when
fully inserted,

Position the grill

so the slots on
the grill align with upwards on the will slide down

the mounting grill as it inserts. and “click” into
studs. place.

%

Swing the grill upwards to engage
the upper slot. You will need to lift
the grill slightly to get it over the
bushing. Once in place the grill is
held in place by gravity.
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64 Optional Equipment (for qualified installers only)
Remote Control Receiver Installation (2 Options)

The instructions below detail installation of the optional remote control receiver. For operating
instructions, refer to the instructions included with the remote.

OPTION # 1 - Remote Thermostat (99300653)

WARNING: Make sure the power cord does

not contact the blower (if applicable) or the

Attach the power cord to the bottom of firebox (or other hot surface).
electrical receptacle on the inside

of the fireplace.

Use lock-ties or wire ties to
shorten the power cord to

approximately 12" length.

Place the receiver in a location to
the left of the gas control valve

(near the front of the fireplae).

Attach the two reciever wires to the m’.'

| Cafy
top and bottom posts on the gas A L(:x! e
control valve (orientation does not é’

matter).

OPTION # 2 - Remote Thermostat (99300677) - Requires the Optional
Blower

Remove and discard this molex

connector attached to the

blower wiring harness.

Connect the receiver to the
molex connector on the wiring

harness.

Place the receiver in a location to

the left of the gas control valve

(near the front of the fireplae).
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Accent Light Installation 94400100

Make sure power to the fireplace has been turned off prior to installation (disable the service breaker).

Do not connect 110-120 VAC to the gas control valve or the on/off circuit on this fireplace.

The accent light must be removed to install the rear fireback. The remaining firebacks are installed after
the accent light is in place.

2

1 Remove the glass and logs from the fireplace.
2 Remove the accent light cover plates and gaskets.
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66 Optional Equipment (for qualified installers only)

If using the optional fireback, install the rear fireback at this time.

3 Insert the wires from the accent light through the gasket and firebox floor (both sides). Attach the
accent light assembly to the firebox floor (both sides).

?

Accent Light
Assembly

= ()

Magnetic Nutdriver

4 Restore the firebox to the correct configuration (replace the logs, glass, etc.).

If using the optional fireback, install the side and floor firebacks at this time.
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Optional Equipment (for qualified installers only) 67

If using the optional wall-mounted rheostat, follow the directions on the following page "Wall Mounted
Rheostat".

5 Install the rheostat assembly following the directions below.

Attach the quick-connects from the
rheostat to the quick-connects from
the accent light assemblies
(orientation does not matter). Plug
the rheostat into the receptacle.

Attach the rheostat assembly to the
fireplace with the included screws.
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68 Optional Equipment (for qualified installers only)
Optional Wall-Mounted Rheostat

NOTE: Many areas require all wiring to be installed by a qualified electrician. Check with your local
building official for any requirements in your area.

1 Remove the rheostat from the rheostat assembly.

2 Detach the three wires leading from the rheostat (secured with wire nuts). Attach the rheostat
assembly to the fireplace (see the illustration on the previous page). Attach the quick connects from
the rheostat to the quick connects from the accent light assemblies (see the illustration on the
previous page).

3 Attach three suitable wires (insulated & sheathed) to the rheostat. Install the rheostat into a junction
box at the remote location. Run the wire from the junction box to the fireplace. Use the included wire
clamp to secure the wiring as it passes through the fireplace (see the illustration below).

4  Connect the three wires from the rheostat to the three wires on the wiring harness disconnected in
step 2 (use the included wire nuts). Plug the rheostat assembly into the receptacle inside the
fireplace.

Rheostat

(removed from Junction Box

rheostat assembly)

Knob (included)

Wire Clamp (included)

L
\
\
\
\

A 7/8" diameter hole is provided on this cover

plate (both sides). If this hole is already used

for a gas inlet, you can drill an additional 7/8”

hole in this cover plate.
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Optional Equipment (for qualified installers only) 69
Accent Light Operation

OFF LOW HIGH
Turn the dial all the Turn the dial 180° The high position
way counter-clockwise clockwise until the light is all the way
until it clicks off. begins to glow. clockwise.

Y\ ©
Q 2 €

NOTE: The accent light responds best when turned to high, then turned down to the desired
light level.
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