
Seattle™ SS GreenSmart™

Space Saver Gas Fireplace

The Seattle may be personalized for look matching any décor and living space.  Choose from something 
as simple as the basic grill package, or one of three beautiful upgrade faces.  Also available are a choice 
of decorative ceramic firebacks:  available in Straight Brick, Herringbone or Rock Creek patterns. Accent 
Lights are a standard feature in the Seattle fireplace. This feature adds a warm glow to the logs and the 
ceramic firebacks and can be used when the fire is on or off. Perfect as a nightlight or soft indirect light 
for the room the Accent Light allows visual enhancement of your fireplace 365 days a year.

Practical and beautiful – green and efficient too.  The Seattle gas fireplace makes the ideal fireplace                
solution to any home.

Shown with the Victorian Lace face and Herringbone Brick side of  the reversible fireback.

Traditional Urn Lodge Ring Traditional Ring

Features
- Heater rated 

- Thin profile - only 16 1/4” deep. 

- 564 square inche glass size . 

- Removable mesh safety screen in front of glass. 

- Two level Dancing-Fyre™ split-flow burner for realistic flame. 

- Adjustable Comfort ControlTM gas and flame control 
  offers a huge gas turndown rate - up to 75%

- Standard Wall switch included. 

- Top or rear vent option on same unit. 

- Sheet rock or finish with tile up to the firebox safely. 

- Direct vent chimney system preserves indoor air quality. 

- Air and exhaust restrictor allow fine tuning of flame. 

- Easy to adjust air shutter. 

- Shut-off valve included in fireplace. 

- Durable 16 gauge steel construction. 

- LP conversion kit included at no additional cost.  

Reversible Straight Brick/Herringbone Brick Fireback

Options 
- Multiple finish face options. 

- Choose from three different Andirons 

- Ceramic brick fireback:  Reversible Straight Brick to        	       	
   Herringbone Brick or Rock Creek. 

- 180 CFM convection fan for increased heat transfer. 

- Wall Thermostat for complete hands-free operation. 

- Basic remote with ON/OFF and Thermostat function 

- Multi-function GreenSmart™ modulating remote control. 

 

GreenSmart 
Remote

Wall 
Thermostat  

Basic Face and Grills Victorian Lace Face Tree of Life Face Bungalow Face
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Face Options

Liner Options

Andiron Options

Rock Creek Fireback

Control Options

Basic
RemoteHeating Capacity*

Up to 950 Sq. Ft.

BTU/Hour Range

5,100 to 20,500

Steady State Efficiency** 
76.5% (NG), 74.2% (LP)  

Glass Size
31 3/8” w x 18 1/8” h  

Installation Options

Top or Rear Vent
* Heating capacity will vary with floor plan, insulation, and outside temperature.
** Efficiency rating is a product of thermal efficiency rating determined under continuous operation independent of installed system.



Minimum 1” Clearance	Firestop 

Saving Space with Exquisite Taste…and Efficiency!

The Seattle™ SS (Space Saver) GreenSmart™ is ideal for bedrooms, offices and intimate home settings.  The Seattle is 
designed to heat up spaces where moderate zonal heating is desired - up to 950 sq. ft.  The Seattle also features the 
patent-pending GreenSmart System – an innovative collection of components, controls and technology that when 
combined provides an elegant, smarter and greener way to heat the home.  The GreenSmart system gives you the op-
tion of operating your fireplace in either standing pilot or energy saving IPI (Electronic ignition) modes.   The Comfort 
Control™ feature gives you complete control the fire and heat output and offers a huge turndown rate (up to 75%!). 
The optional GreenSmart Remote allows you to run the fireplace in “Smart Thermostat Mode” that automatically     
adjusts the flame height based on the temperature setting – so the flame will modulate up/down as opposed to shut-
ting off/on, thus conserving fuel and maximizing heating ability while extending the viewing pleasure of the fire.

Shown with the Bungalow face and Straight Brick side of  the reversible fireback.

We reserve the right to improve or change our products at any time without prior notification. - Please refer to the Owner’s installation manual for complete installa-
tion requirements. Photos and illustrations are for descriptive purposes only.			                                          Copyright © 5/2009 T. I.  #98800149

All Avalon firestyles are proudly made in the U.S.A.
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Visit us online: 
www.avalonfirestyles.com

Rear Vent Configuration 
8” Diameter Vent  

Your Avalon Authorized Dealer is Located At:  

* Includes the required 1/2” clearance. 
The on/off switch/thermostat wire (if used) should be routed 
to a location near the right front of the fireplace.  

30”*  

30-1/4”  

33-1/4”  

28-3/4”  

Top Vent Configuration 
8” Diameter Vent  

4-3/4”  

Minimum 
Fireplace 
Enclosure 
Rear Height: 
Minimum 38” 
Top Vent
Minimum 36-1/4”  

Included Firestop (required) Part 
# 250-00747  

HINT : place the fireplace so the 
center line is at least 5” from 
both vertical framing members 
at the rear (this allows the vent 
to pass through the framing 
without modifications) 

Minimum 1/2” Clearance  

Corner Installation Top Vent 

32-1/2” 

33-1/2” 

Framing - Top & Rear Vent	 Dimensions  

16-1/4”*  

31-3/4”  

32-1/2”  

36-1/4”  

18-3/4”  

24-1/4”  

Corner Installation Rear Vent  

44-1/2” 

14-1/4”  

Improper installation of your gas appliance or failure to operate it in accordance to the guidelines detailed in the Owner’s Manual may negate your 
warranty and endanger your home and family.  Installation information is available on our website at: www.avalonfirestyles.com. We recommend all Avalon 
appliances be installed and maintained on an annual basis by your local authorized Lopi dealer.  

Seattle™ SS GreenSmart™

Space Saver Gas Fireplace
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36-1/2” 

19-1/4” 

16-1/2”

24-1/4” 

Center of 
Rear Vent 

Route the 
electrical line to 
a position to the 
left rear of the 
fireplace.

Vent Clearances 
(8” dia. Vent): 1” to the sides, 
1”  below, and 4” above the vent 
to combustibles. 

44-1/2” Min.  

7” Approximate 
(varies due to 

vent 

NOTE 
Most installations 

use: 6” Section for 2x6 
Walls 4” Section for 

2x4 Walls


